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Notice 
 

The Broadband Forum is a non-profit corporation organized to create guidelines for broadband 

network system development and deployment. This Broadband Forum Technical Report has 

been approved by members of the Forum. This Broadband Forum Technical Report is not 

binding on the Broadband Forum, any of its members, or any developer or service provider. This 

Broadband Forum Technical Report is subject to change, but only with approval of members of 

the Forum.  This Technical Report is copyrighted by the Broadband Forum, and all rights are 

reserved.  Portions of this Technical Report may be copyrighted by Broadband Forum members. 

 

This Broadband Forum Technical Report is provided AS IS, WITH ALL FAULTS. ANY 

PERSON HOLDING A COPYRIGHT IN THIS BROADBAND FORUM TECHNICAL 

REPORT, OR ANY PORTION THEREOF, DISCLAIMS TO THE FULLEST EXTENT 

PERMITTED BY LAW ANY REPRESENTATION OR WARRANTY, EXPRESS OR 

IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY WARRANTY:  

 

(A) OF ACCURACY, COMPLETENESS, MERCHANTABILITY, FITNESS FOR A 

PARTICULAR PURPOSE, NON-INFRINGEMENT, OR TITLE; 

(B) THAT THE CONTENTS OF THIS BROADBAND FORUM TECHNICAL REPORT 

ARE SUITABLE FOR ANY PURPOSE, EVEN IF THAT PURPOSE IS KNOWN TO 

THE COPYRIGHT HOLDER; 

(C) THAT THE IMPLEMENTATION OF THE CONTENTS OF THE TECHNICAL 

REPORT WILL NOT INFRINGE ANY THIRD PARTY PATENTS, COPYRIGHTS, 

TRADEMARKS OR OTHER RIGHTS. 

 

By using this Broadband Forum Technical Report, users acknowledge that implementation may 

require licenses to patents.  The Broadband Forum encourages but does not require its members 

to identify such patents. For a list of declarations made by Broadband Forum member 

companies, please see http://www.broadband-forum.org.  No assurance is given that licenses to 

patents necessary to implement this Technical Report will be available for license at all or on 

reasonable and non-discriminatory terms. 

 

ANY PERSON HOLDING A COPYRIGHT IN THIS BROADBAND FORUM TECHNICAL 

REPORT, OR ANY PORTION THEREOF, DISCLAIMS TO THE FULLEST EXTENT 

PERMITTED BY LAW (A) ANY LIABILITY (INCLU DING DIRECT, INDIRECT, SPECIAL, 

OR CONSEQUENTIAL DAMAGES UNDER ANY LEGAL THEORY) ARISING FROM OR 

RELATED TO THE USE OF OR RELIANCE UPON THIS TECHNICAL REPORT; AND (B) 

ANY OBLIGATION TO UPDATE OR CORRECT THIS TECHNICAL REPORT. 

 

Broadband Forum Technical Reports may be copied, downloaded, stored on a server or 

otherwise re-distributed in their entirety only, and may not be modified without the advance 

written permission of the Broadband Forum. 

 

The text of this notice must be included in all copies of this Broadband Forum Technical Report. 

 
 

http://www.broadband-forum.org/


Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 3 of 110 

TR Issue History  

 

Issue 

Number 

Approval  

Date 

Publication  

Date 

Issue Editor s Changes 

1 2 July 2012 10 July 2012 Bill Welch, Juniper Networks 

Ezer Goshen, BandWD 

Original 

1 

Corrigendum 

1 

January 

2013 

12 February 

2013 

Bill Welch, Juniper Networks 

Ezer Goshen, BandWD 

7.1.4.2 ï 

Changed 

duplicate R-76 to 

R-80 

7.1.4.6 ï Bolded 

text 

Figure 47 ï 

deleted ó)ô 

 

 

Comments or questions about this Broadband Forum Technical Report should be directed to 

info@broadband-forum.org.  

 

Editor  Bill Welch 

Ezer Goshen 

Juniper Networks 

BandWD 

End-to-End Architecture 

 WG Chairs 

David Allan 

David Thorne 

Ericsson 

BT 

Vice Chair Sven Ooghe Alcatel- Lucent 

Chief Editor  Michael Hanrahan Huawei Technologies 

 

 

mailto:info@broadband-forum.org


Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 4 of 110 

TABLE OF CONTENTS  

EXECUTIVE SUMMA RY ........................................................................................................ 10 

1 PURPOSE AND SCOPE .................................................................................................... 11 

1.1 PURPOSE ........................................................................................................................ 11 

1.2 BACKGROUND ................................................................................................................ 11 
1.3 SCOPE ............................................................................................................................ 11 
1.4 RELATIONSHIP TO OTHER BROADBAND FORUM TECHNICAL REPORTS........................... 12 

2 REFERENCES AND TERMI NOLOGY  .......................................................................... 13 

2.1 CONVENTIONS ............................................................................................................... 13 

2.2 REFERENCES .................................................................................................................. 13 
2.3 DEFINITIONS .................................................................................................................. 15 

2.4 ABBREVIATIONS ............................................................................................................ 20 

3 TECHNICAL REPORT IMP ACT ................................................................................... 23 

3.1 ENERGY EFFICIENCY ...................................................................................................... 23 
3.2 IPV6 ............................................................................................................................... 23 

3.3 SECURITY ....................................................................................................................... 23 
3.4 PRIVACY  ........................................................................................................................ 23 

4 BUSINESS REQUIREMENTS FOR POLICY ............................................................... 25 

4.1 SESSION-BASED POLICIES .............................................................................................. 25 
4.2 WHOLESALE SESSIONS................................................................................................... 25 

4.3 APPLICATION ADMISSION CONTROL .............................................................................. 26 

4.4 SESSION RESOURCE REQUEST INITIATION SOURCES ....................................................... 28 
4.5 BANDWIDTH  .................................................................................................................. 28 
4.6 QOS ............................................................................................................................... 28 

4.7 SECURITY ....................................................................................................................... 28 
4.8 IPV6 SUPPORT................................................................................................................ 28 

4.9 NETWORK THREAT DETECTION ..................................................................................... 29 
4.10 MULTICAST .................................................................................................................... 29 

4.11 ROUTING ........................................................................................................................ 29 
4.12 AUDITING, SERVICE MONITORING AND ACCOUNTING .................................................... 29 
4.13 CHARGING ..................................................................................................................... 30 
4.14 DEEP PACKET INSPECTION ............................................................................................. 30 

5 USE CASES ......................................................................................................................... 31 

5.1 LAYER 1 ï 4 AND QOS BASED POLICY ........................................................................... 31 
5.1.1 Static Provisioning .................................................................................................... 32 

5.1.2 Static Pull from an AAA Server ................................................................................ 32 
5.1.3 Dynamic Push from a Policy Decision Point ........................................................... 34 
5.1.4 Dynamic Pull from a Policy Decision Point ............................................................. 35 

5.2 LAYER 4 ï 7 TRAFFIC POLICY ........................................................................................ 35 
5.2.1 Static Provisioning .................................................................................................... 36 
5.2.2 Static Pull from an AAA Server ................................................................................ 36 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 5 of 110 

5.2.3 Dynamic Push from PDP .......................................................................................... 38 

5.3 CALL ADMISSION CONTROL .......................................................................................... 38 
5.3.1 Non-network based Admission Control .................................................................... 40 
5.3.2 Distributed Network based Admission Control ........................................................ 41 

5.3.3 Coordinated Admission Control - ............................................................................. 42 
5.3.4 Admission Control for a Meshed Topology .............................................................. 42 

5.4 AUTHENTICATION, METERING AND ACCOUNTING POLICY USE CASE ............................ 43 
5.4.1 Static Provisioning .................................................................................................... 44 
5.4.2 Static Pull with an AAA Server ................................................................................. 44 

5.4.3 Dynamic Push ï With Policy Decision Point ........................................................... 45 
5.4.4 Dynamic Pull with a PDP ......................................................................................... 46 

5.5 HOME GATEWAY USE CASE ............................................................................................ 46 
5.5.1 Static Provisioning on the home gateway ................................................................. 46 

5.5.2 Dynamic Push ï With PDP ....................................................................................... 47 
5.6 APPLICATION LAYER POLICY ......................................................................................... 47 

5.6.1 Static Provisioning .................................................................................................... 48 
5.6.2 Dynamic Push with PDP .......................................................................................... 48 

5.7 EMERGENCY SERVICES USE CASE ................................................................................. 49 
5.7.1 Static Provisioning .................................................................................................... 49 
5.7.2 Dynamic Push with PDP .......................................................................................... 49 

6 FUNCTIONAL ARCHITECT URE ELEMENTS  ........................................................... 51 

6.1 BPC FRAMEWORK FUNCTIONAL ARCHITECTURE .......................................................... 53 

6.2 POLICY ENFORCEMENT POINT (PEP) ............................................................................. 54 
6.3 POLICY DECISION POINT (PDP) ..................................................................................... 55 
6.4 ADMISSION CONTROL FUNCTION (ACF)........................................................................ 55 

6.5 REPOSITORY FUNCTION ................................................................................................. 56 

6.6 SECURITY PROXY/GATEWAY FUNCTION ........................................................................ 56 
6.7 APPLICATION FUNCTION(AF) ........................................................................................ 56 
6.8 AAA  SERVER FUNCTION ............................................................................................... 56 

6.9 BPC FRAMEWORK POLICY CONTROL FRAMEWORK INTERFACES .................................. 56 
6.10 BPC FRAMEWORK PCF DEPLOYMENT FUNCTIONAL ARCHITECTURE MAPPING ONTO TR-

101 FUNCTIONAL ARCHITECTURE.............................................................................................. 57 
6.10.1 BPC Framework Mapping onto WT-145 Functional Architecture ...................... 58 

6.11 INFORMATIVE AAA  IMPLEMENTATION EXAMPLES ........................................................ 58 
6.11.1 Standalone AAA implementation .......................................................................... 58 
6.11.2 Combined AAA/PDP implementation ................................................................... 59 
6.11.3 Interaction and flow possibilities between the BNG, AAA, PDP & repository 

functions 60 

6.12 INFORMATIVE PEP/PDP IMPLEMENTATION EXAMPLES .................................................. 61 
6.12.1 Centralized Policy Implementation....................................................................... 61 

6.12.2 Integrated Policy Implementation......................................................................... 62 
6.12.3 Distributed Policy Implementation ....................................................................... 63 

7 POLICY INFORMATION F LOWS ................................................................................. 64 

7.1 INFORMATION FLOW OBJECTIVES .................................................................................. 64 
7.1.1 Policy Information Flow Structure ........................................................................... 64 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 6 of 110 

7.1.2 Network Logical Functions ....................................................................................... 67 

7.1.3 Policy Information Model Elements and requirements ............................................ 69 
7.1.4 Policy Information Model Messages between PDP and PEP over R Interface ....... 70 
7.1.5 Vendor proprietary extensions .................................................................................. 81 

APPENDIX I.  RELATIONSHIP TO OTHE R BROADBAND TECHNICA L REPORTS

 83 

I.1 TR-059 .......................................................................................................................... 83 
I.2 TR-069 .......................................................................................................................... 84 
I.3 TR-101 .......................................................................................................................... 84 

I.4 TR-144 .......................................................................................................................... 84 
I.4.1 Overview of TR-144 requirements related to the BPC Framework ......................... 85 
I.4.2 Summary ................................................................................................................... 87 

I.5 TR-147 .......................................................................................................................... 87 

APPENDIX II.  RELATIONSHIPS WITH O THER POLICY CONTROL  

STANDARDS 89 

II.1 ETSI TISPAN RACS .................................................................................................... 89 
II.1.1 Overview ............................................................................................................... 89 

II.1.2 Admission Control ................................................................................................ 90 
II.1.3 Traffic Policies ...................................................................................................... 91 
II.1.4 Support of architectural requirements .................................................................. 91 

II.2 ITU-T NGN ................................................................................................................... 92 
II.2.1 Overview ............................................................................................................... 92 

II.2.2 Architecture Summary .......................................................................................... 94 
II.2.3 Support of architectural requirements .................................................................. 96 

II.2.4 ITU-T Y.DPIFR (DPI Framework) ....................................................................... 97 
II.3 3GPP ............................................................................................................................. 98 

II.3.1 Overview ............................................................................................................... 98 
II.3.2 PCC ARCHITECTURE from 3GPP Rel-8 onwards ............................................. 98 
II.3.3 Support of architectural requirements ................................................................ 101 

II.3.4 Policy Information Model Overview ................................................................... 102 
II.4 RELATIONSHIP BETWEEN INFORMATION FLOWS, POLICY OBJECTS, AND OTHER 

BROADBAND FORUM TECHNICAL REPORTS ............................................................................. 104 
II.4.1 Policy Information Model relationship to other Technical reports .................... 105 

APPENDIX III.  POLICY INFORMATION O BJECTS DEFINITIONS ........................ 107 

III.1  POLICY INFORMATION OBJECTS DEFINITIONS.............................................................. 107 
III.1.1 Policy Information Model Objects, Associations and Aggregations Definitions 

from RFC 3460 ................................................................................................................... 107 
III.1.2 Policy Information Model Objects, Associations and Aggregations Definitions 

from RFC 3670 ................................................................................................................... 107 
III.1.3 Policy Information Model Objects ...................................................................... 108 

 

 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 7 of 110 

List of Tables 

Table 1 Static Provisioning ........................................................................................................... 32 
Table 2  Static Pull from AAA Server .......................................................................................... 33 
Table 3 Dynamic Push from a PDP .............................................................................................. 34 

Table 4 Dynamic Pull from PDP .................................................................................................. 35 
Table 5 Layer 4 ï 7 Static Provisioning........................................................................................ 36 
Table 6 Static Pull from AAA Server ........................................................................................... 37 
Table 7 Application, middleware or BSS based Admission Control............................................ 40 
Table 8 Distributed Network based Admission Control ............................................................... 41 

Table 9 Coordinated Admission Control ...................................................................................... 42 
Table 10 Meshed Topology Admission Control ........................................................................... 43 
Table 11 Dynamic Push with PDP................................................................................................ 45 
Table 12 Dynamic Pull with PDP ................................................................................................. 46 

Table 13 Dynamic Push with PDP and ACS ................................................................................ 47 
Table 14 PDP to PEP direction parameters .................................................................................. 70 

Table 15 PEP to PDP direction parameters .................................................................................. 74 
Table 16 Parameters from TR-147 Table 2 .................................................................................. 76 

Table 17 parameters from tables 3 and 4 in TR-101 and Table 1/TR-147 ................................... 78 
Table 18 Parameters from Tables 3 and 4 in TR-101 and Table 1/TR-147 ................................. 79 
Table 19 AAA to PDP direction parameters ................................................................................. 81 

Table 20 PDP to AAA direction parameters ................................................................................. 81 
Table 21 Object types referenced from RFC3460 ...................................................................... 107 

Table 22 Object types referenced from RFC3670 ...................................................................... 107 
Table 23 Information model objects- Queuing ........................................................................... 108 
Table 24 Information model objects- Multicast.......................................................................... 108 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 8 of 110 

List of Figures 

Figure 1 Application Admission Control ...................................................................................... 27 
Figure 2 TR-101 Access Network topology ................................................................................. 31 
Figure 3 Layer 1 ï 4 Policy and QoS using Static Provisioning .................................................. 32 

Figure 4 Layer1-4 Policy and QoS using Static Pull .................................................................... 33 
Figure 5 Layer1-4 Policy and QoS Static Policy provisioning on access line via ANCP ............ 33 
Figure 6 Layer1-4 Policy and QoS Dynamic Push ....................................................................... 34 
Figure 7 Layer1-4 Policy and QoS Dynamic Pull from PDP ....................................................... 35 
Figure 8 Layer 4 ï 7  Static Provisioning ..................................................................................... 36 

Figure 9 Layer 4 ï 7 Traffic Policy Static pull from AAA Server ............................................... 37 
Figure 10 Layer 4 ï 7 Traffic Policy using Dynamic Push from PDP ......................................... 38 
Figure 11 Call Admission Control Links ...................................................................................... 39 
Figure 12 Application, middleware or BSS based Admission Control ........................................ 40 

Figure 13 Coordinated Admission Control ................................................................................... 42 
Figure 14 Meshed Topology Admission Control ......................................................................... 43 

Figure 15 Authentication, Metering and Accounting Policy using Static Provisioning ............... 44 
Figure 16 Authentication, Metering and Accounting Policy static pull with AAA Server .......... 44 

Figure 17 Authentication, Metering and Accounting Policy Dynamic push with PDP ............... 45 
Figure 18 Authentication, Metering and Accounting Policy Dynamic Pull ................................. 46 
Figure 19 Home Gateway Use case With Policy Server and ACS ............................................... 47 

Figure 20 Application Layer with Static Provisioning ................................................................. 48 
Figure 21 Application Layer Use Case with Dynamic Push from PDP ....................................... 48 

Figure 22 Emergency Services with Dynamic Push from PDP .................................................... 50 
Figure 23 Source:  Figure 4/TR-058 ............................................................................................. 51 
Figure 24 BPC Framework Interface Architecture ....................................................................... 52 

Figure 25 BPC Framework Centralized Deployment Functional Architecture ............................ 53 

Figure 26 BPC Framework Distributed Deployment Functional Architecture ............................ 54 
Figure 27 BPC Framework Interface Architecture mapping onto the TR101 Architecture ......... 57 
Figure 28 BPC Framework Mapping onto WT-145 Functional Architecture .............................. 58 

Figure 29 Standalone AAA implementation................................................................................. 59 
Figure 30 Combined AAA/PDP implementation ......................................................................... 59 

Figure 31 Interactions and flow possibilities between BNG, AAA, PDP & repository functions 60 
Figure 32 Centralized Policy Implementation .............................................................................. 61 

Figure 33 Integrated Policy Implementation ................................................................................ 62 
Figure 34 Distributed Policy Implementation............................................................................... 63 
Figure 35  Information Flow Structure ......................................................................................... 66 
Figure 36 Function Output as Information Source to Other Functions ........................................ 67 
Figure 37 Broadband Domain Elements & Interfaces .................................................................. 68 

Figure 38 PIM Messages between PDP and PEP over R Interface .............................................. 70 
Figure 39 BPC Framework Relation to Broadband Forum Standard TR-059.............................. 83 

Figure 40 Broadband Multi-service Reference Model ................................................................. 85 
Figure 41 Sourced from TR-147 ................................................................................................... 88 
Figure 42 Relations to Other NGN standards- RACS Functional Architecture ........................... 89 
Figure 43 Mapping RACS on the TR101 architecture ................................................................. 92 
Figure 44 Relations to Other NGN standards- ITU-T RACF Architecture .................................. 93 
Figure 45 RACF Example Implementation Architecture ............................................................. 96 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 9 of 110 

Figure 46 Mapping of ITU-T RACF to TR-101 architecture ....................................................... 97 

Figure 47 DPI models  ñModifying the DPI Policy Information Base via Control and 

Management Planeò ...................................................................................................................... 98 
Figure 48  Relations to Other NGN standards PCC architecture for a non-roaming case............ 99 

Figure 49 Relations to Other NGN standards PCC architecture for home routed roaming ......... 99 
Figure 50 Mapping of 3GPP PCC to TR-101 architecture ......................................................... 101 
Figure 51 First page of the DMTF CIM Policy Information Model ........................................... 103 
Figure 52 PIM relationships to TR-101 & TR-147 .................................................................... 105 
Figure 53 PIM relationships to WT-145 ..................................................................................... 106 

 

  



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 10 of 110 

Executive Summary 

 

TR-134 defines an architectural Framework to provide policy control of Broadband Multi-

Service Networks.  This Technical Report specifies business requirements, use cases, and a 

minimum set of Information Flows that facilitate the management and execution of policies. 
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1 Purpose and Scope  

1.1 Purpose 

The Broadband Policy Control Framework (BPC Framework) addresses the following:  

 

- Providing Broadband network services based on Policies  

- Dynamic and/or static activation and management of these Policies 

 

These Broadband network capabilities are broadly aligned with the architectures, interfaces and 

protocols specified in generic NGN standards. 

1.2 Background 

Numerous Broadband Forum documents mention ñPoliciesò, ñPolicy Controllersò and ñPolicy 

Serversò as an architectural component.  References exist in TR-058[1], TR-059[2], TR-092[4], 

TR-101[6], TR-102[7], TR-144[9] and TR-147[10], some of which have dedicated sections 

related to policy and policy management. Despite such common use of these concepts and high-

level statements of requirements, the Broadband Forum has not agreed upon definitions for 

Policy or Policy Management.  

 

Several SDO and industry initiatives have also been developing their own NGN architectures. A 

key feature of these architectures has been the development of policy and policy management 

architectures, interfaces and procedures. Such architectures include those from the ITU-T, ETSI 

TISPAN, ATIS, 3GPP and 3GPP2. Each of these architectures provides a different approach to 

the common goal of providing support for NGN applications over a broadband access network.   

 

The Broadband Forum has not adopted any of these solutions as a preferred architecture, or 

offered its own contribution towards selecting, interoperating, augmenting, or replacing any of 

these architectures. Recent work often cites the need to align the Broadband Forumôs standards 

with multiple 3
rd

 party NGN standards (e.g. TR-144[9]). The Broadband Forum does maintain 

active liaison relationships with several of the above organizations with respect to policy 

management architecture.  In particular the BBF is working jointly with 3GPP on requirements 

and an architectural Framework for fixed-mobile interworking.  

1.3 Scope 

TR-134 augments the Broadband Forumôs Broadband Multi-Service architectures, including TRs 

059, 101, 102, 147 and TR-144[9], with an integrated approach to policy management and 

control. It uses business requirements as a tool to identify the features of Broadband Multi-

Service network architectures that it may be appropriate to control by means of policy, and 

provides a Framework and interfaces for such policy management and control. The relationship 

between the Broadband Forum approach and various external Standard Development 

Organizations (SDOs) policy and NGN efforts is also described, as is the integration of features 

to allow the broadband multiservice network to work with generic NGN architectures. These 

features are then exposed via a set of Information Flows. The ultimate goals are to develop an 

Information Model, based on existing standards, to provide any necessary extensions to address 

the aforementioned business requirements, and to define a general extensibility scheme to meet 
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future requirements. TR-134 is the first step in the development of a comprehensive information 

model for supporting policy based management and control 

1.4 Relationship to other Broadband Forum Technical Reports  

This Technical Report consolidates requirements from various existing Broadband Forum TRs to 

form an integrated view of current business and technical requirements for policy and policy 

management.  

 

Specifically, this Technical Report builds on requirements from the following sources  

 

- TR-058 ï Multi -Service Architecture and Requirements  

- TR-059 ï Architectural Requirements for the support of QoS-Enabled IP services 

- TR-092 ï BRAS Requirements  

- TR-101 ï Migration to Ethernet DSL Aggregation  

- TR-102 ï Service Interface Requirements for TR-058 Architectures  

- TR-144ï Broadband Multi-Service Architecture & Framework Requirements 

- TR-147 ï Layer 2 Control Mechanism For Broadband Multi-Service Architectures 
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2 References and Terminology  

2.1 Conventions 

In this Technical Report, several words are used to signify the requirements of the specification. 

These words are always capitalized. More information can be found be in RFC 2119[14].  

 

MUST This word, or the term ñREQUIREDò, means that the definition is an 

absolute requirement of the specification. 

MUST NOT  This phrase means that the definition is an absolute prohibition of the 

specification. 

SHOULD This word, or the term ñRECOMMENDEDò, means that there could 

exist valid reasons in particular circumstances to ignore this item, but 

the full implications need to be understood and carefully weighed 

before choosing a different course. 

SHOULD NOT This phrase, or the phrase "NOT RECOMMENDED" means that there 

could exist valid reasons in particular circumstances when the 

particular behavior is acceptable or even useful, but the full 

implications need to be understood and the case carefully weighed 

before implementing any behavior described with this label. 

MAY  This word, or the term ñOPTIONALò, means that this item is one of 

an allowed set of alternatives. An implementation that does not 

include this option MUST be prepared to inter-operate with another 

implementation that does include the option. 

2.2 References 

The following references are of relevance to this Technical Report. At the time of publication, 

the editions indicated were valid. All references are subject to revision; users of this Technical 

Report are therefore encouraged to investigate using the most recent edition of the references 

listed below.  

 

A list of currently valid Broadband Forum Technical Reports is published at www.broadband-

forum.org 

 

Document Title  Source Year 

[1] TR-058 Multi-Service Architecture and Framework Requirements BBF 2003 

[2] TR-059 DSL Evolution ï Architecture Requirements for the 

Support of QoS-Enabled IP Services 

BBF 2003 

[3] TR-069 

Amendment 2 

CPE WAN Management Protocol v1.1 BBF 2007 

[4] TR-092 Broadband Remote Access Server (BRAS) Requirements 

Document 

BBF 2004 

http://www.broadband-forum.org/
http://www.broadband-forum.org/
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[5] TR-098 DSLHomeTM Gateway Device Version 1.1 Data Model 

for TR-069 

BBF 2008 

[6] TR-101 Migration to Ethernet-Based DSL Aggregation BBF 2006 

[7] TR-102 Service Interface Requirements for TR-058 Architectures BBF 2006 

[8] TR-124 Functional Requirements for Broadband Residential 

Gateway 

BBF 2008 

[9] TR-144 Broadband Multi-Service Architecture & Framework 

Requirements 

BBF 2007 

[10] TR-147 Layer 2 Control Mechanism for Broadband Multi-

Service Architectures 

BBF 2008 

[11] TR-181 Device Data Model for TR-069 BBF 2010 

[12] TR-181 Issue 1 
Device Data Model for TR-069 

BBF 2010 

[13] TR-181 Issue 2 
Device Data Model for TR-069 

BBF 2010 

[14] RFC 2119 
Key words for use in RFCs to Indicate Requirement 

Levels 
IETF 1997 

[15] RFC 2753 A Framework for Policy-based Admission Control IETF 2000 

[16] RFC 2865 Remote Authentication Dial In User Service (RADIUS) IETF 2000 

[17] RFC 2866 RADIUS Accounting IETF 2000 

[18] RFC 3060 Policy Core Information Model -- Version 1 Specification IETF 2001 

[19] RFC 3198 Terminology for Policy-Based Management IETF 2001 

[20] RFC 3460 
Policy Core Information Model (PCIM) Extensions 

IETF 2003 

[21] RFC 3585 IPSec Configuration Policy Information Model IETF 2003 

[22] RFC 3588 
Diameter Base Protocol 

IETF 2003 

[23] RFC 3644 
Policy Quality of Service (QoS) Information Model 

 
IETF 2003 

[24] RFC 3670 
Information Model for Describing Network Device QoS 

Datapath Mechanisms 
IETF 2004 

[25] RFC 5176 
Dynamic Authorization Extensions to Remote 

Authentication Dial In User Service (RADIUS) 
IETF 2008 

[26] RFC 6320 
Protocol for Access Node Control Mechanism in 

Broadband Networks 
IETF 2011 

[27] WT-145 Multi Service Broadband Network Functional Modules 

and Architecture 

BBF  

[28] WT-146 IP Sessions BBF  

[29] WT-178 Multi-service Broadband Network Architecture and 

Nodal Requirements  

BBF  

[30] WT-203 Interworking between Next Generation Fixed and 3GPP 

Wireless Networks 

BBF  

[31] TS 29.212 Policy and Charging Control (PCC) over Gx/Sd 3GGP 2012 
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reference point 

[32] TS 23.203 
3GPP Technical Specification Group Services and 

System Aspects, Policy and charging control architecture 

 

3GPP 2011 

[33] TR 182 031 
Telecommunications and Internet converged Services 

and. Protocols for Advanced Networking 
ETSI 2010 

[34] 282 003 Telecommunications and Internet converged Services 

and Protocols for Advanced Networking (TISPAN); 

Resource and Admission Control Sub-System (RACS): 

Functional Architecture 

ETSI 2009 

[35] Y.2001 General overview of NGN ITU 2004 

[36] Y.2111 Resource and admission control functions in next 

generation networks 

ITU 2012 

[37] Y.dpifr Framework for Deep Packet Inspection ITU 2011 

 

2.3 Definitions 

The following terminology is used throughout this Technical Report. 

 

AAA Client function   A logical entity that sends authenticating, authorizing and 

accounting requests to an AAA Server function. An 

example of an AAA client function contained with a 

network node is a Network Access Server (NAS) as 

described in RFCs 2865[16] and 2866[17].  Examples of 

AAA client function in BBF TRs are the BRAS of TR-

059[2] and the BNG of TR-101[6]. 

 

AAA Server function  A logical entity in the client-server relationship that replies 

to AAA Client Authentication, Authorization and 

Accounting requests. The AAA server function is typically 

responsible for receiving user connection requests, 

authenticating the user, and replying to the AAA Client 

function with an Accept or Deny response.  The AAA 

Server function can return, as part of this reply, some or all 

of the configuration information necessary for the AAA 

client function to deliver service to the user.  An AAA 

server function can act as a proxy client to other AAA 

server functions or other kinds of authentication servers.  

The AAA Server function does not contain any business 

logic other than basic authentication.  

    

AAA Server   A physical device that contains an AAA Server functions.    
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AAA Protocol    A communications protocol that supports exchanges 

between AAA Client and Server functions.  Examples of 

AAA protocols include RADIUS and DIAMETER.  

 

Bandwidth on Demand  The ability to change the access bandwidth allocated in 

response to applications, specific network connectivity, or 

user request.  

 

Broadband Network Gateway (BNG)  IP Edge Router where bandwidth and QoS policies 

may be applied. This term is used instead of BRAS to 

denote an Ethernet-centric IP edge node in this Technical 

Report(and in TR-101[6]). 

 

BRAS  Broadband Remote Access Server is the aggregation point 

for user traffic. It provides aggregation capabilities (e.g. IP, 

PPP, and Ethernet) between the access network and the 

NSP or ASP. It can also support policy management and IP 

QoS in the access network.  

 

Charging Key A parameter used by the charging system to indicate the 

appropriate charging rate for a given flow. 

 

Charging Control The process of associating packets, belonging to a service 

data flow, with a charging key and applying online and/or 

offline charging, as appropriate. 

 

Condition   A condition in its most general form is any expression that 

can evaluate to true or false. A condition is often referred to 

as a match criterion (i.e. if a specific criterion is 

met/matched, then the associated action(s) will execute). 

 

Congestion Point   A physical or logical egress point in the network where the 

sum of aggregated ingress traffic can be larger than 

available physical or logical bandwidth. Physical 

congestion points include Ethernet ports and DSL local 

loops. Logical congestion points include ATM VCs, ATM 

VPs, Ethernet VLANs, Ethernet SVLANs and MPLS LSPs.   

 

Control Policy A type of policy for which the execution trigger is an 

explicit control-plane event (e.g. a signaling event, a timer 

expiry event), and for which the action(s) does not entail 

the processing of a forwarded data packet. 

 

A Control Policy is defined by both: 

¶ A set of conditions which describe the event which triggers 

the execution of the policy actions, and 
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¶ A set of actions to be applied when the conditions are met, 

including: 

o Terminate a session 

o Request a subscriber's re-authentication 

o Trigger the involvement of another PDP 

o Trigger the activation of other policies (either 

Traffic Policies or Control Policies) 

 

 

Downstream  The direction of data transmission from the regional 

network to the Access Node and from the Access Node 

towards the end user. 

 

Upstream  The direction of transmission from the end user to the 

Access Node and from the Access Node towards the 

regional network. 

 

Dynamic Policy Rule  Policy rule for which the definition is provided from the 

PDP to the PEP 

 

Event report   A notification message sent from the PEP to the PDP, 

which includes information on an event that has occurred 

that corresponded to an event trigger 

 

Event Trigger     Specifies the event reporting behavior of PEP. Event 

triggers may be unconditionally reported to PDP, or 

subscribed to by the PDP. 

 

Policy Decision Point (PDP)  A logical entity that makes policy decisions 

 

Local Policy Decision Point (LPDP)  A logical entity that makes local policy decisions 

independently but may ask a higher level PDP for 

overriding policy decision (Source: RFC 2753[15]) 

 

Policy Server   A physical device that contains the PDP entity and 

typically serves a number of PEPs.  This device is usually a 

network server with PDP software, and can be dedicated to 

the purposes of PDP entity, or generalized and used for 

other purposes. 

 

Policy Controller   See Policy Server 

 

Policy Enforcement Point (PEP) A logical entity that enforces policy decisions. 

 

Policy    A set of rules which governs the behavior of a system. 
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Policy Rule   The combination of a specific condition(s) and action(s).  

For example, in the case of a Traffic Policy, the Policy 

Rule will specify a particular Traffic Flow condition(s) 

which when matched, results in the execution of the 

action(s) specified within the Policy rule.  

 

Static Policy Rule   Policy rule on the PEP predefined via some type of 

provisioning, CLI or NMS/OSS system. Static, predefined 

policy rules could be activated / deactivated on the PEP by 

a PDP request to the PEP 

 

Quality of Service (QoS)  Quality of Service refers to the different types of traffic 

delivery provided, and is described by parameters such as 

achieved bandwidth, packet delay, and packet loss rates. 

Traditionally, the Internet has only offered a Best Effort 

delivery service, with available bandwidth and delay 

characteristics dependent on instantaneous load. There are 

two different types of QoS: 

                                               

Relative QoS: A traffic delivery service without absolute 

bounds on the achieved bandwidth, packet delay or packet 

loss rates. It can still be used to handle certain classes of 

traffic differently from others.  

 

Guaranteed QoS: A traffic delivery service with certain 

bounds on some or all of the QoS parameters. These 

bounds may be determined by mechanisms such as RSVP. 

Other sets of bounds may be contractual, such as those 

defined in service level agreements (SLAs). 

 

QoS on Demand:  The ability to request the QoS capabilities in near real 

time.. This includes both relative and guaranteed QoS.  

 

NOTE: Within this Technical Report the generic terms 

ñQoSò and ñ QoS on Demandò will be used to describe the 

general concept of differentiated traffic delivery 

implemented by means of traffic parameters, without 

regard to any specific parameter or bound / guarantee. 

Wherever possible, the qualifying adjectives ñRelativeò and 

ñGuaranteedò will be used when describing the needs of a 

particular service.  

 

Session    There are four  types of session: 

¶ Access Session: this is where the access link comes up 

and is available for data transmission.  In the DSL case, 

this start when the DSL modem has trained up with the 
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DSLAM, and with ANCP the DSLAM would then 

transmit a Port Up message to BNG 

¶ Subscriber Session: Layer 2 ALA Sessions, PPP Sessions 

and IP Sessions as defined in WT-146[28].   

¶ Traffic rule session: this type is an abstraction of a set of 

policy rules. This would be used with an identifier to 

allow an operator to know if a particular ñset of Traffic 

rulesò is enabled or not without needing to know the 

underlying rule details. For example, an http redirect 

service would be a set of rules that allowed DNS traffic to 

be transmitted, redirected http traffic to a web portal, and 

dropped all other traffic. 

 

¶ Application  Session:  for example a voice call, a VOD 

session, a gaming session or a P2P session.   

 

Service Data Flow An aggregate set of packet flows that matches a specific 

criterion 

Subscriber ID Used to identify a specific subscriber. 

 

Traffic Flow Filter   A set of packet flow header parameter values/ranges used 

to identify one or more of the packet flows constituting a 

service data flow. These can include: 

Å Physical interface 

Å Ethertype 

Å Ethernet VLAN-ID, ATM VPI/VCI, MPLS label 

Å Source/destination MAC address 

Å Source/destination IPv4 or IPv6 address 

Å PPPoE Session ID 

Å 802.1p, DSCP, MPLS EXP 

Å Source/destination TCP/UDP ports 

Å Protocol type from the IP header 

Å Other information included in each packet 

 

    Each packet carries sufficient information to allow the 

determination of whether or not it matches a given flow 

definition. Only in the case of application-level criteria, 

might it be necessary to consider the correlation between 

several packets. 

 

Traffic  Flow Identifier                A Traffic flow Identifier is a given combination of the 

following criteria: 

    Å Physical interface 

    Å Ethertype 
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    Å Ethernet VLAN-ID, ATM VPI/VCI, MPLS label 

    Å Source/destination MAC address 

    Å Source/destination IPv4 or IPv6 address 

    Å PPPoE Session ID 

    Å 802.1p, DSCP, MPLS EXP 

    Å Source/destination TCP/UDP ports 

    Å Protocol type from the IP header 

    Å Other information included in each packet 

 

    A traffic flow identifier is one type of condition used in a 

traffic policy. 

 

Traffic Policy  A type of policy for which the execution trigger is the 

arrival of a data packet matching a particular condition, for 

which the action(s) constitutes some form of processing of 

this packet before it is forwarded to another device. 

 

A traffic policy is defined by both:  

A set of conditions which describe what traffic the policy 

must be applied to. 

    A set of processing actions to be applied when the 

conditions are met (security rules like allow/block or 

QoS/bandwidth-management policy like prioritize, shape, 

rate limit etc.) 

2.4 Abbreviations 

 

3GPP  3rd Generation Partnership Project 

AAA  Authentication, Authorization, and Accounting 

ACF Admission Control Function 

ADSL  Asymmetric Digital Subscriber Line 

API  Application Program Interface 

A-RACF  access-resource and admission control function 

ASP  Application Service Provider 

ATIS Alliance for Telecommunications Industry Solutions 

ATM  Asynchronous Transfer Mode 

BNG  Broadband Network Gateway 

BPCF  Broadband Policy Control Framework 

BRAS  Broadband Remote Access Server 

CPE  Customer Premises Equipment 

DHCP  Dynamic Host Configuration Protocol 
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Diffserv  Diff erentiated Services 

DMTF Distributed Management Task Force 

DSCP Differentiated Services (Diffserv) Code Point 

DSL  Digital Subscriber Line 

DSLAM  Digital Subscriber Line Access Multiplexer 

ETSI  European Telecommunications Standards Institute 

IEEE  Institute of Electrical and Electronics Engineers 

IETF  Internet Engineering Task Force 

IGMP  Internet Group Management Protocol 

IMS  IP Multimedia Subsystem 

IP  Internet Protocol 

IPSec  Secure Internet Protocol 

ISP  Internet Service Provider 

ITU-T International Télécommunications Union - Telecommunication Standardisation Sector 

L2TP  Layer 2 Tunneling Protocol 

LDAP  Lightweight Directory Access Protocol 

LSP  Label Switched Path 

MAC  Medium Access Control 

MPLS  Multi -Protocol Label Switching 

NAPT  Network Address Port Translation 

NGN  Next Generation Network 

NSP  Network Service Provider 

PPP  Point-to-Point Protocol 

PPPoE  Point-to-Point Protocol over Ethernet 

QoS  Quality of Service 

RACS  Resource and admission control subsystem 

RADIUS Remote Access Dial-In User Service 

RFC  Request for Comments 

RG  Routing Gateway or Residential Gateway 

RSVP  Resource reservation Protocol 

SIP  Session Initiation Protocol 

TMF Tele Management  Forum 

TR  Technical Report (Broadband Forum) 

VC  Virtual Circuit 
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VLAN  Virtual Local Area Network 

VoD  Video on Demand 

VoIP  Voice over Internet Protocol 

VP  Virtual Path 

VPN  Virtual Private Network 

WT  Working Text 

XML  Extensible Markup Language 
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3 Technical Report Impact 

3.1 Energy Efficiency  

TR-134 has no direct impact on Energy Efficiency. However time of day policies can shift usage 

patterns so that power demand peaks are reduced.  

3.2 IPv6 

TR-134 is required to support both IPv4 and IPv6 networks, and so the generic term IP Address 

is normally used which applies equally to both these address types. There are a few high level 

IPv6 specific requirements in Section 4.8 to emphasize the need for equal IPv6 support. Any 

version specific IP attributes (e.g. DHCP Option) are called out explicitly. 

 

An IPv6 network can allow each end device in the customer network to have its own address 

which can be directly visible to, and accessible from, the Internet, as opposed to being hidden 

behind the NAT in an RG. This raises general security and privacy issues which are not uniquely 

related to Policy, but still apply in the Policy context. 

 

As some Policy mechanisms use the IP address in flow identification and/or enforcement, IPv6 

allows more granular Policy, i.e. (end-user) device based.  

3.3 Security 

There are several aspects of Policy which are related to security.  Policy can be used to enhance 

security by both helping to recognize network attacks, and then carrying out defined counter-

measures, such as port blocking or rate limiting. 

 

However a Policy system implementation is typically distributed, and in particular there are 

likely to be multiple places where traffic conditioning can be enforced (at the PEPs). This raises 

a security issue in that there are now more points in the network that could be attacked, for 

example by installing rogue policies, with the aim of traffic disruption.  Authentication of 

devices that communicate policy information is therefore needed, and protection of the 

messaging. 

 

Depending on the nature and location of the PDPs, there may be a wider distribution of customer 

information throughout the network, which is always a security (and privacy) concern. 

 

Finally one aspect of Policy is more sophisticated charging, and so there needs to be security to 

prevent Policy related fraud.  

3.4 Privacy 

As noted above, Policy can involve the distribution of customer specific information to more 

network nodes than is currently the case, in particular the PDPs. This includes both allowed and 

actual activities and usage, i.e. configuration and metering. This information may be both 

sensitive and private, for example TV channels watched, time spent on gaming, etc. Therefore 
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the Policy Framework needs to provide enhanced privacy (and indeed security) mechanisms to 

ensure that customer data cannot be misappropriated.  
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4 Business Requirements for Policy  

A large number of high level business requirements for policy have already been captured in 

existing Broadband Forum documents, in particular TR-058[1], TR-059[2], TR-092[4], TR-

101[6], TR-102[7], TR-144[9] and TR-147[10]. This section references and re-affirms these 

existing requirements while introducing quite a few new ones.  

 

Much of this section is concerned with sessions, and while this can imply highly dynamic 

behavior, some types of session, for example access sessions, can be very long-lived. While the 

session construct is still useful in this case, this is more aligned with a static, provisioned model. 

 

In addition to sessions, this section includes requirements on admission control, QoS and 

bandwidth management, security, AAA and charging.  

4.1 Session-Based Policies  

 

R-1. The BPC Framework MUST support policies that are associated with the 

following session types:  access, L2, subscriber, and application sessions.  

 

R-2. The BPC Framework MUST support interaction with session establishment. 

 

R-3. The BPC Framework MUST support Policy Change requests from Applications 

after session establishment. 

 

R-4. The BPC Framework MUST support policies that apply to individual sessions  

 

R-5. The BPC Framework MUST support policy evaluation that is triggered by a 

change in state of a session.  

 

R-6. The BPC Framework MUST support policies that apply to aggregates of 

subscriber sessions sharing logical interfaces, and/or layer 2 interfaces, and/or a physical 

access e.g. DSL loop. 

 

R-7. The BPC Framework MUST support policies that apply to logical interface/layer 

2 interface based on individual subscriber session policies when multiple subscriber 

sessions share a logical interface, and/or layer 2 interfaces, and/or a physical access e.g. 

DSL loop. 

4.2 Wholesale Sessions 

TR-059[2] and TR-101[6] provide support for multiple backhaul (e.g. A-10 interface) 

architectures including  

- ATM  

- Ethernet  

- L2TP  

- IP 
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Depending on the wholesale model employed, the regional Broadband operator may have limited 

ability to control the characteristics of the userôs connectivity.  

 

R-8. The BPC Framework MUST support the application of policies to L2 access 

sessions. 

 

R-9. The BPC Framework MUST support the application of policies to subscriber 

sessions.  

 

R-10. The BPC Framework MUST support ASP/NSP application requests for policy 

changes and resources from the network, without any knowledge of network topology 

and network state. 

 

R-11. The BPC Framework MUST support ASP/NSP applications querying the status of 

policy changes and resource requests without any knowledge of network topology and 

network state 

 

R-12. The BPC Framework MUST allow secure and controlled access by NSPs and 

ASPs to the Policy Control infrastructure 

 

R-13. The BPC Framework MUST support policies for traffic associated with a 

specific A10-NSP interface and the associated backhaul tunnel. 

4.3 Application Admission Control  

The BPC Framework enables applications to participate in the allocation of network resources 

through signaling. The BPC Framework enables the operator to control the acceptance of 

application traffic into the network based on policy rules. The decision criteria that lead to an 

admission control decision may include both network and business rules.  

 

A key aspect of a network based decision is information regarding the allocation of network 

bandwidth in those parts of the network where congestion can occur.  The BPC Framework must 

support the use of this network resource based view, and business rules to determine if a 

particular application request can be honored.    
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Figure 1 Application Admission Control 

  

 

R-14. The BPC Framework MUST support policies that control traffic flows.  

 

R-15. The BPC Framework MUST support network capacity admission control. 

 

R-16. The BPC Framework MUST support pre-emption of existing reservations based 

on a priority scheme   

 

R-17. The BPC Framework MUST support business authorization of application 

requests (time of day, group membership, etc.)  

 

R-18. The BPC Framework MUST support activation of another policy as a condition of 

a first policy (e.g. in order to authorize a particular media flow, some charging policy 

must be activated).  This is also known as nested policies. 

 

R-19. The BPC Framework MUST support combining the following information when 

making admission control decisions for a new session: 

o application requirements (e.g. bandwidth, QoS, etc.)  

o available bandwidth for the subscriber based on the subscribers subscription 

o current bandwidth usage 

o network topology 

o the available network capacity 

  

 Note: this does not necessarily imply real time measurement of network usage.            

 

R-20. The BPC Framework MUST support a reservation model based on a provisioned, 

static view of the topology and bandwidth. 

R-21. The BPC Framework MUST support a reservation model based on a dynamically 

learned view of the topology and bandwidth. 
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R-22. The BPC Framework MUST support bandwidth reservations in networks which 

have alternate traffic delivery paths (multipath). 

R-23. The BPC Framework MUST support automatic re-establishment of bandwidth 

reservations impacted by network failure. 

4.4 Session Resource Request initiation  sources 
 

R-24. The BPC Framework MUST supports any application type requesting policy 

changes and/or resources from the network.  

 

R-25. The BPC Framework MUST be able to consider the status of available network 

resources.  

 

R-26. The BPC Framework MUST support taking network events into account (e.g. 

events from Network elements).  

 

R-27. The BPC Framework MUST support time of day and duration based policies and 

policy changes 

4.5 Bandwidth 

TR-059[2], TR-101[6] and WT-145[27] specify a variety of bandwidth management features. 

The BPC Framework enables policies to control the allocation of bandwidth resources in the 

access network.  

 

R-28. The BPC Framework MUST support policies that control bandwidth allocation in 

TR-059[2], TR-101[6] and WT-145[27] based access network resources 

4.6 QoS  

TR-059[2], TR-101[6] and WT-145[27] specify a variety of L2 and L3 QoS features. The BPC 

Framework enables policies to allocate traffic flows to QoS classes in the access network, and 

supports the dynamic control of the set of active QoS policies.  

 

R-29. The BPC Framework MUST support policies that control QoS in TR-059[2], TR-

101[6] and WT-145[27]  based access networks 

4.7 Security 

Broadband access normally includes network capabilities designed to protect the network from 

malicious users. The BPC Framework enables dynamic control over these features based on 

policies determined by the carrier. 

4.8  IPv6 Support 

The BPC Framework needs to be able to support the same traffic identification and filtering 

capabilities for IPv6 traffic as it does for IPv4. 
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R-30. The BPC Framework MUST support the use of IPv6 for communication between 

the various policy related network elements  

 

R-31. The BPC Framework MUST support the use of the IPv6 header fields for the 

purposes of flow identification and policy enforcement. 

 

R-32. The BPC Framework MUST support the use of IPv6 address management and 

allocation in the policy related nodes  

4.9 Network Threat Detection  

Policy may control the response of the network to threats such as flood attacks, security breaches 

or virus infection.  

 

R-33. The BPC Framework MUST support policies that control response to any type of 

network intrusion event.  

4.10 Multicast  

Multicast is an important network capability which needs to be supported by the BPC 

Framework. Multicast replication policies, for example, are one way of allowing the carrier to 

specify how and where multicast replication will occur.  

 

R-34. The BPC Framework MUST allow control over multicast replication for 

individual multicast groups 

4.11 Routing  

BBF TRs presume the existence of multiple network partners including retail service providers, 

network service providers, application service providers, as well as enterprise networks.  The 

BPC Framework needs to allow control over the routing of access session traffic to and from 

each of these providers and networks.  

 

R-35. The BPC Framework MUST support controlling routing policies for individual 

access sessions 

4.12 Auditing , Service monitoring and Accounting 

 

R-36. The BPC Framework MUST support logging of all transactions for the purposes 

of troubleshooting and security. 

 

R-37. The BPC Framework MUST support the generation of Accounting information 

for the purposes of billing and non-repudiation  

 

R-38. The BPC Framework MUST support the exchange of RADIUS and Diameter 

accounting messages with the AAA Server or network elements like the BNG. 

 

Note: the BPC Framework could use the accounting start and stop radius messages as an 
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indication of subscriber log in and log out, and their binding to an IP address. 

 

R-39. The BPC Framework MUST support the use of AAA RADIUS and Diameter 

attributes in the accounting messages for policy decisions.   

 

The BPC Framework could use the AAA RADIUS or Diameter field attributes to identify 

the service attributes of each subscriber session, for example, óService-Typeô Attribute. 

4.13 Charging  

There are several different charging models for service access. Support is needed for pre and 

post-paid services, as well as pay-per-use and subscription (flat-rate). This needs to address both 

the reporting of service utilization, and the enforcement of quotas related to time or volume.  

 

R-40. The BPC Framework MUST support the use of the charging models defined in 

TR-058[1], TR-102[7] and TR-144[9]. 

 

R-41. The BPC Framework MUST support the use of charging models for the use cases 

in Section 5.4 

 

R-42. The BPC Framework MUST support the identification of charging rules for the 

various charging models 

 

For example, charging rules could be transmitted between functions to support charging for 

particular traffic flows. 

4.14 Deep Packet Inspection  

Broadband deployments increasingly include components that provide L4-7 deep packet 

inspection (DPI) so the BPC Framework needs to support this capability.  

 

R-43. The BPC Framework MUST support interaction between DPI detection and 

enforcement functions. 

 

R-44. The BPC Framework MUST support the use of L4-7 classifiers in defining traffic 

policy 
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5 Use Cases  

This section contains seven high level use cases.  The uses cases are used to describe the needs 

of Service providers and how they can be addressed using both provisioned and Policy based 

solutions.   Most of the seven use cases contain a number of more specific sub uses cases. These 

sub use cases represent the originally contributed use cases, and they have been consolidated on 

the basis of the underlying network functions that are used to address them.   

 

In this section, a TR-101[6] access network was used as the base architecture and is pictured 

below. Each node in this architecture has specific Policy Enforcement Point and QoS 

capabilities. The BRAS/BNG and RG are typically Layer 3 devices, and responsible for 

upstream and downstream QOS. The BRAS/ BNG and RG are also IP multicast replication 

points. The Access Node/DSLAM and Aggregation switch are layer 2 devices, but provide IP 

multicast replication points. 

 

Please note the diagrams in this section show a nodal view with a Policy Server as the PDP.  

However the PDP could either be integrated into another network node, (for example, the 

BRAS/BNG, that may also contain a PEP function), or be a standalone function, in which case it 

is referred to as a Policy Server.  

 

 

 

 

 

 

 

Figure 2 TR-101 Access Network topology 

 

Each of the high level use cases has a range of possible solutions, and can be handled by using a 

range of static and dynamic methods for both provisioning and policy.  The precise meaning of 

static and dynamic are defined in the context in each use case.  Note that the use of these terms 

may or may not align with their use in other bodies. 

5.1 Layer 1 ï 4 and QoS based Policy 

This use case encompasses the following more specific use cases: 

¶ Bandwidth Boost for faster uploads or downloads 

¶ QOS on Demand  

¶ Applying Policy, QoS and session parameters via authentication 

¶ Parental control or personal firewall 

¶ Network infrastructure protection ï denying access to particular parts of network (e.g. by 

filtering). 

¶ Prioritization of particular traffic types into different traffic classes 
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5.1.1 Static Provisioning  

In this approach, the Static Policy and or QOS configuration is provisioned locally using some 

type of Command line, or remotely using an NMS or OSS.   

 

 
 

Figure 3 Layer 1 ï 4 Policy and QoS using Static Provisioning 

 

 

Table 1 Static Provisioning 

Capabilities All nodes are configured with a particular policy and QoS configuration 

which remains fixed until changed via an NMS, OSS or ACS.  All 

necessary policy and QoS configuration attributes are held locally within 

the nodes.  The approach is particularly efficient when there is no need for 

frequent or real time configuration changes  

Limitations Policy or QoS configurations cannot be changed in real time.  

The ópermanentô installation of a subscriber-specific Policy or QoS 

configuration (e.g. subscriber profile) into a Node makes it difficult to 

support nomadism and network rearrangement.   

 

5.1.2 Static Pull from an AAA Server  

Here a static Policy and QOS configuration is provisioned when a PPP or IPoE session is started 

on a BRAS/BNG.  The Policy and QOS configuration is provided as part of the RADIUS Access 

accept message in response to a RADIUS Access Authentication Request message for that 

session.  
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Figure 4 Layer1-4 Policy and QoS using Static Pull  

 

In this example static Policy is provisioned on the access line on the AN/DSLAM via an ANCP 

(RFC 6320[26]) interaction with the BNG, and then an AAA interaction between the 

BRAS/BNG and AAA Server.  As specified in TR-147[10], the BNG/BRAS sends a Port 

Configuration Request to an AN to configure the Multicast ACL Policy on the local loop access 

port.  The BRAS/BNG is triggered to send the Port Configuration Request by the establishment 

of a PPP, PPPoE or IPoE session. 

 

 
 

Figure 5 Layer1-4 Policy and QoS Static Policy provisioning on access line via ANCP 

 

 

Table 2  Static Pull from AAA Server 

Capabilities Policy and QoS configuration are held in an AAA Server.  

Allows Policy and QoS configuration information to change as a result of 

events related to subscriber sessions: typically the start or end of a PPP or 

IP session, but also other events such as the change of DSL sync rate or a 

new multicast membership. This can be used in conjunction with Static 

Provisioning.  This method can be used to overcome the limitations 

mentioned in Table 1. 

Limitations Where triggering a Policy or QoS update requires the session to be dropped 
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and re-established, this can cause application communication issues.   

The addition of COA (RFC 5176[25]) capabilities would avoid a session 

drop and therefore overcome this limitation.  See the PDP methods for 

RADIUS COA capabilities. 

 

5.1.3 Dynamic Push from a Policy Decision Point 

This is an example of a dynamic push from Policy Server.  For example Radius COA messages 

use this type of push from the Policy Server to a BRAS/BNG. 

 

 

 
 

Figure 6 Layer1-4 Policy and QoS Dynamic Push  

 

Table 3 Dynamic Push from a PDP 

Capabilities Allows applications and subscribers to interact directly or indirectly with 

Policy Decision Points to allow real time changes to be made; for example 

a subscriber could interact with a Web Portal and request additional 

bandwidth.  There is no need for sessions to be dropped and re-established. 

This type of deployment can be used in conjunction with the Static 

Provisioning  and/or Static Pull with AAA Server method  

Limitations Increases the complexity of a network as it requires the deployment of 

policy decision points, their interaction with other elements of the network 

(e.g. subscriber profile repository) and the support of control interfaces in 

the Network nodes. 
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5.1.4 Dynamic Pull from a Policy Decision Point 

This is an example of a dynamic pull  whereby the BNG retrieves Policy and QoS configuration 

information from a PDP, triggered by a network event. 

 

 
Figure 7 Layer1-4 Policy and QoS Dynamic Pull from PDP 

 

 

Table 4 Dynamic Pull from PDP 

Capabilities Allows BRAS/BNG to pull the required Policy and QoS information 

dynamically from a Policy Decision Point in response to a network event 

such as a change on the local loop. 

Limitations Same as in Table 3  

 

5.2 Layer 4 ï 7 Traffic Policy 

 

This high level use case encompasses the following more specific use cases: 

¶ Associating  video streaming over HTTP with a given QoS Class 

¶ Redirecting HTTP traffic to provide Web based authentication 

¶ Redirecting HTTP traffic to notify subscribers of service suspension due to non payment 

¶ Redirecting HTTP traffic to provide self-service registration for new subscriptions 

¶ Network based Web filtering to protect children from harmful or objectionable content 

The TR-101[6] architecture does not define a node or function to prioritize or recognize 

application level traffic ï it simply uses the traditional IP five tuple classification.  Therefore a 

TR-101[6] BNG would not be able to distinguish between web page traffic transported over 

HTTP on TCP port 80, and Video traffic transported over HTTP on the same TCP port.    

 

The diagrams below include this function as a separate node, but it could also be integrated into 

an existing network element such as a BNG or RG.  This function will be referred to as deep 

packet inspection or DPI.  Note that the DPI function could be integrated in a new network node, 

or added to an existing node e.g. the BRAS/BNG. 
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5.2.1 Static Provisioning 

In this example the Static Policy and/or QOS configuration is provisioned locally using some 

type of Command line or remotely using some type of NMS or OSS system.   

 
Figure 8 Layer 4 ï 7  Static Provisioning 

 

 

Table 5 Layer 4 ï 7 Static Provisioning 

Capabilities DPI nodes are configured with a particular policy and QoS configuration 

and this configuration remains fixed until changed via an NMS, OSS or 

ACS.  All necessary policy and QoS configuration attributes are held 

locally within the DPI nodes.  The approach is particularly efficient when 

there is no need for frequent or real time configuration changes  

Limitations Policy or QoS configurations cannot be changed in real time. The HTTP 

Redirect to provide Web based authentication or self service registration 

cannot be achieved using this method due to their real time requirements. 

The ópermanentô installation of subscriber-specific Policy or QoS 

configuration (e.g.: subscriber profile) into a Node may make it difficult to 

support nomadism.  

 

5.2.2 Static Pull from an AAA Server 

In this example a static Policy and QoS configuration is provisioned when the DPI recognises a 

new application flow, or sees a new Source IP address.  The Policy and QoS configuration is 

provided as part of the RADIUS Access Accept message in response to a RADIUS Access 

Request message. 
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Figure 9 Layer 4 ï 7 Traffic Policy Static pull from AAA Server  

 

Table 6 Static Pull from AAA Server 

Capabilities The policy and QoS configuration are held in an AAA Server.  

Can support HTTP Redirect to provide Web based authentication and self 

service registration. 

Allows Policy and QoS configuration information to change as a result of 

application flow detection. 

Can be used in conjunction with Static Provisioning.   

Can be used to overcome nomadism limitations mentioned in Table 5. 

Limitations Unable to apply Policy or QoS changes without a DPI trigger, but the 

addition of COA capabilities would avoid this limitation.  See the PDP 

methods for RADIUS COA capabilities. 
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5.2.3 Dynamic Push from PDP 

This is an example of dynamic push from a PDP.  For example Radius COA messages use this 

type of dynamic push from a PDP to a DPI function. 
 

 

 
Figure 10 Layer 4 ï 7 Traffic Policy using Dynamic Push from PDP 

 

The capabilities and Limitations are exactly the same as in Table 3 

5.3 Call Admission Control 

This high level use case encompasses the following more specific use cases: 

 

¶ Admission Control for Video on Demand 

¶ Admission Control for unicast and multicast  video on the access line 

¶ Admission Control for unicast and multicast aggregates between the Access Node and 

BNG 

The following diagrams show nodal views with the Admission Control Function (ACF) 

integrated into OSS/BSS, Policy Server, Access and BNG nodes.  

 

The purpose of Admission Control is to protect the network from overload conditions by having 

application functions (and/or network triggers) request resources before the associated traffic 

flows begin.    These requests are accepted, or denied, based on the available network resources, 

the status of such previous requests and operational parameters of the network operator. 

 

The diagram below displays a number of potential congestions points in the network that the 

Admission Control Function could take into account (see Section 4.3and Figure 1). It is not 

expected that admission control would be needed on all links, rather only on those where 

congestion could occur. 
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Figure 11 Call Admission Control Links 

 

The TR-101[6] architecture does not define a node or function to perform Admission Control 

(for unicast or multicast traffic). Further, TR-101 does not define a particular Video or IPTV 

infrastructure. This use case assumes there is some type of Middleware or Application for Video 

on Demand.   

  

There are various Admission Control deployment options.    
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5.3.1 Non-network based Admission Control 

In this example, Admission Control is not performed by a Policy server, but by a support system, 

or the applications themselves. A BSS or OSS could perform Admission Control at the time of a 

service registration request by preventing a customer from subscribing to a service that their 

local access loop could not support ï e.g. not being able to provide HD video over some ADSL1 

loops.    

 

An application or middleware can also implement an Admission Control function. For example, 

a Video on Demand server could simply keep track of the number of VOD sessions, and deny 

further sessions once a certain number had been reached, without any interaction with the 

network layer.  In this case, network topology and bandwidth information could be provisioned 

into the VOD Server infrastructure and used in making the Admission Control decision. 
 

 
Figure 12 Application, middleware or BSS based Admission Control 

 

Table 7 Application, middleware or BSS based Admission Control 

Capabilities Each application, middleware or BSS handles its own Admission Control without 

regard to the needs of other applications. 

Admission Control may or may not have awareness of network resources. 

Limitations Admission Control for multiple applications may not work without pre-

partitioning bandwidth.  Therefore it may lead to fragmentation of committed 

bandwidth. 
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5.3.2 Distributed Network based Admission Control  

In this example, Admission Control requests for Unicast are handled by an Admission Control 

Function that is part of a Policy Server, whereas the Access Node handles Admission Control for 

Multicast. 

 

 
Figure 11 Distributed Network based Admission Control  

 
 

 

Table 8 Distributed Network based Admission Control 

Capabilities This decoupling allows more sophisticated unicast admission control to be 

performed in the PDP, and multicast admission control to be done in the Access 

Node, thereby reducing multicast channel change latency. 

Limitations It is difficult to perform Admission Control for both Multicast and Unicast 

without signalling or partitioning bandwidth. 
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5.3.3 Coordinated Admission Control -  

As in the above, multicast Admission Control is in the Access Node and unicast Admission 

Control is in the PDP  However the two Admission Control functions are now coordinated. The 

below diagram shows two ways in which this could be achieved. 

 

In the first, Admission Control functions on the Access Node and the Policy Server interact 

directly.  In the second, these two functions communicate via the BNG.   
 

 
Figure 13 Coordinated Admission Control  

 

Table 9 Coordinated Admission Control 

Capabilities Admission Control requests can be coordinated between ACFs and so avoid 

bandwidth partitioning. This allows a trade-off between bandwidth partitioning 

and the amount of signalling.  

Having Multicast Admission control in the Access node reduces channel change 

latency. 

Limitations Applications need to be able to send unicast requests to the Admission Control 

function on the PDP, and signalling between ACFs is required. 

 

5.3.4 Admission Control for a Meshed Topology 

In this example the Unicast Admission Control requests are again handled by the Admission 

Control Function that is part of the BNG with the Access Node handling Multicast Admission 

Control.  However, the Access node and BNG are now connected over a more complex, meshed 

topology and it would be more difficult for the Policy Server to understand the available network 

resources. Admission control requests would be sent from the access network to the BNG via a 

network signalling protocol.  It is expected that the on-path signalling would be hop-by-hop 

processed to handle this complex mesh topology. 

 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 43 of 110 

In the diagram below the Admission Control functions on the Access Node and the Policy Server 

interact to eliminate the need to partition bandwidth.  

 
Figure 14 Meshed Topology Admission Control  

 

Table 10 Meshed Topology Admission Control 

Capabilities All Unicast Admission Control requests can be handled and coordinated by the 

Admission Control function in the BNG.  This type of deployment would allow 

for more complex meshed access networks to be used between the Access node 

and BNG.  Additionally, the access network topology would not need to be 

provisioned into the Policy server, or learned via interaction with the BNG. 

Having Multicast Admission control in the Access node reduces the latency in 

making the resource decision. 

Limitations Applications behind the RG or the RG itself need to use a network signalling 

protocol to send resource requests to the access network.     

Coordinated communication between the ACF in BNG and ACF in the Access 

Node would be required to avoid bandwidth partitioning between unicast and 

multicast Admission Control 

 
 

5.4 Authentication, Metering and Accounting Policy Use case 

This general use case encompasses the following more specific ones: 

¶ Traffic usage metering and accounting 

¶ Traffic usage metering and accounting based on traffic destination 

¶ Authentication policy that includes line authentication 

¶ Bandwidth Fair Use policy 

¶ QoS and accounting for Value added Services 

¶ Volume Quota Control per subscriber 
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5.4.1 Static Provisioning  

 

In this example, the Policy, QOS, session parameters, metering and accounting parameters are all 

provisioned locally using some type of Command line, or remotely using an NMS or OSS.  All 

accounting data is sent to the AAA Server, typically using RADIUS accounting. 

 
Figure 15 Authentication, Metering and Accounting Policy using Static Provisioning 

 

 

The Capabilities and Limitations are the same as in Table 1, except that the Policy provisioning 

here includes the setting up of accounting tools.  

5.4.2 Static Pull with an AAA Server  

In this example Policy, QOS, session parameters, metering and accounting configuration are 

provisioned when a subscriber session starts on the BRAS/BNG.  The configuration information 

is provided as part of the RADIUS Access Accept message in response to a RADIUS Access 

Request message for the subscriber session.   All accounting data is sent to the AAA Server, 

usually in a RADIUS accounting message. 
 

 

 
Figure 16 Authentication, Metering and Accounting Policy static pull with AAA Server  

 

The Capabilities and Limitations are the same as in Table 2, except that Policy provisioning here 

includes the setting up of accounting tools. 
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5.4.3 Dynamic Push ï With Policy Decision Point 

This is an example of a dynamic push from a Policy Server.  Radius COA messages are used for 

this type of dynamic push from a Policy Server to a BRAS/BNG. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 17 Authentication, Metering and Accounting Policy Dynamic push with PDP 
 

Table 11 Dynamic Push with PDP 

Dynamic Push with PDP 

Capabilities Allows updates of Policy, QOS, session parameters, metering and accounting 

configuration information without requiring the subscriber session to be re-

established.  For example if  a subscriber hit a particular meter limit, the PDP 

could push changes to Policy, QOS, session parameters, metering and accounting 

configuration. This could enable the subscriber to increase their subscription quota 

before continuing, or acknowledge an increase in charging. 

 This type of deployment can be used in conjunction with Static Provisioning. 

Limitations Same as Table 3 
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5.4.4 Dynamic Pull with a PDP  

This is an example of a dynamic pull  from the service provider network.  

 

 

 
Figure 18 Authentication, Metering and Accounting Policy Dynamic Pull 

 

Table 12 Dynamic Pull with PDP 

Capabilities Allows the BRAS/BNG to pull the required Policy and QoS information 

dynamically from a Policy Decision Point in response to an accounting event, 

such a subscriber reaching a usage threshold. 

Limitations Same as Table 4  

 

5.5 Home Gateway use case  

 This high level use case covers changing upstream Policy and QoS on the RG WAN interface. 

TR-069[3] is used to push Policy and QoS configurations changes for the WAN interface of the 

Residential Gateway. 

5.5.1 Static Provisioning on the home gateway 

This is covered by the methods described in Section 5.1.1. 
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5.5.2 Dynamic Push ï With PDP 

In the figure below, the Policy Server interacts with the ACS as currently defined in TR-069[3] 

in order to make a Policy and/or QoS configuration change on the RG.  The Policy Server and 

ACS can be separate devices as shown in the diagram, or integrated into a single network node. 
 

 

 

 

 
 

Figure 19 Home Gateway Use case With Policy Server and ACS 

 

Table 13 Dynamic Push with PDP and ACS 

Capabilities Allows applications and subscribers to interact directly or indirectly with Policy 

Server to allow dynamic changes to be made for both upstream and downstream 

policy and QoS.    For example a subscriber would interact with a game system 

and this game system would request additional bandwidth for a short period of 

time.  There is no requirement for sessions to be dropped and re-established (or 

network-driver triggers to occur).  

Limitations Same Limitations as Layer1-4 Policy and QoS Dynamic Push with Table 3  

 

 

5.6 Application Layer Policy 

This high level use case covers Application Servers making Policy and QoS configuration 

requests as a result of subscriber interaction. Example applications include video streaming, 

gaming, video conferencing and VoIP. 

 

The TR-101[6] architecture does not define an application server node or function that would 

interact with applications and then send requests to a Policy Server.  This application server 

could for example be a Softswitch or Rich Communications Server. 

 

TR-102 [7] does however provide a view of application interaction with TR-101 QoS 

capabilities, and while some details of these interactions may now be dated, Section 3/TR-102 

(Operational Application Framework Context), remains a good introduction to access sessions, 
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business models, and flow classification capabilities.  These concepts provide a valuable 

background for understanding TR-101 architecture QoS capabilities.  

 

The diagrams below have added this server application function as a separate node, but it could 

also be integrated into existing network elements.  This function will be referred to here as an 

Application Server or AS. 

 

5.6.1 Static Provisioning 

In this example the Static Policy and/or QOS configuration is provisioned locally using some 

type of command line or remotely using some type of NMS or OSS.   
 

 
 

Figure 20 Application Layer with Static Provisioning 
 

This model has the same Capabilities and Limitations as in Table 1 

5.6.2 Dynamic Push with PDP 

This is an example of a dynamic push from a Policy Server.   
 

 
Figure 21 Application Layer Use Case with Dynamic Push from PDP 
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In this model, there can be a two-step Policy and QoS change. The first step would be 

reservation of the required resources (which may involve negotiation).   In the second step, 

Policy and QoS parameters are installed before the application data flows start. This two-step 

process needs to happen at both ends of the connection, and the above picture illustrates this 

happening with two separate Application Servers and Policy Servers. 

 

Also note that ANCP can be used to notify the BNG of the local loop bandwidth from the Access 

Node, and the BNG would then notify the Policy Server.  This notification could be used when 

deciding how to handle Application Server Policy and/or QoS change requests. 

 

This model has the same Capabilities and Limitations as in Table 3 

5.7   Emergency Services Use Case  

 

This high level use case encompasses the more specific use cases: 

¶ National Emergency: A user has a device and is registered with an ñearly responderò 
profile. The user places an emergency call in situations where an early response is 

required, and is given the highest priority on the available resources.  

¶ Local Emergency: An E911 user has a device and is registered with an ñE911ò profile. 

The user places an emergency call which is associated with a priority level just below a 

National Emergency user, but above everyone else 

 

The TR-101[6] architecture does not provide a facility to identify and authenticate end devices.  

In particular, when end devices are behind a Layer 3 Residential Gateway, a TR-101 network is 

not capable of informing the service provider when a specific registered device joins or leaves 

the network.  The ability to identify and authenticate end devices is assumed, but no solution to 

this requirement will be described.  The service layer can provide the required information when 

devices register with the service. 

5.7.1 Static Provisioning 

This is covered by the methods described in Section 5.1.1. 

5.7.2 Dynamic Push with PDP 

This is an example of a dynamic push from a Policy Server. This is triggered by a device 

registering with an application function, for example a softswitch or IMS P-CSCF. This is 

covered by the methods described in Section 5.1.3. 
 

 

 

 

 

 

 

 

 

 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 50 of 110 

 

 

 

Figure 22 Emergency Services with Dynamic Push from PDP 
 

This model has the same Capabilities and Limitations as with Table 3 Dynamic Push from a PDP  
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6  Functional Architecture elements 

 

In TR-058[1], the Broadband Forum defined a three level logical and physical architecture to 

support advanced services. This architecture contains both mandatory and optional functionality 

that allows advanced QoS-enabled services.  The three levels are the Application layer, the 

Common enabling Services layer and the Network layer.  

 

 
Figure 23 Source:  Figure 4/TR-058  

 

This high level physical and logical architecture is used as the backdrop for development of a 

logical policy architecture within this TR.  A range of possible Policy architectures will be 

considered, but without defining a specific required architecture.  

 

As a result of these considerations, normative requirements were defined for various functional 

entities. The section concludes by mapping this high level functional architecture onto the 

Physical architecture of TR-101[6], and the functional architecture of WT-145[27].   
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Figure 24 BPC Framework Interface Architecture 

 

The logical interfaces and functional entities found in Figure 24 will be later defined and used in 

the sections below. 
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6.1 BPC Framework Functional Architecture 

 

R-45. The BPC Framework MUST support architectures in which the PDP functionality 

can be centralized, or distributed in various physical and nodal locations. 

 

R-46. The BPC Framework MUST support a centralized PDP functionality which sends 

policy enforcement commands to multiple Policy Enforcement Points.   

 

The Centralized deployment functional architecture typically supports the situation where a 

single operator is responsible for providing both the Access Network and ISP services; this 

allows that operator to make all service policy based decisions. 

 

 
 

Figure 25 BPC Framework Centralized Deployment Functional Architecture 

 

 

R-47. The PDPs MUST be able to interact to support end-to-end control for the 

purposes scaling and or spanning different network administration boundaries. 

 

R-48. The BPC Framework MUST support multiple PDPs, where each PDP is 

responsible for making policy decisions for a predefined network domain (geographical, 

administrative wholesale, or retail).  

 

R-49. The BPC Framework MUST support multiple PDPs, where each PDP is 

responsible for making policy decisions for different PEP types or PEP functions. 

 

The interactions and relationships between multiple PDPs are for further study.  
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Figure 26 BPC Framework Distributed Deployment Functional Architecture 

 

 

R-50. The BPC Framework MUST support the acceptance or rejection of requested 

policy changes. 

 

R-51. The BPC Framework MUST support a single policy request being able to 

configure multiple individual sessions. 

 

R-52. The BPC Framework MUST support a mechanism for communicating policy 

requests and decisions that is secure against spoofing, hijacking and DoS attacks. 

 

R-53. The PDP logical entity SHOULD be able to interact with an Application Server to 

allow dynamic real-time changes of policy for both upstream and downstream traffic, e.g. 

a QoS change. 

 

R-54. The PDP MUST be able to communicate with the NMS/OSS, AAA Server, AF, 

Repository and other PDP(s) to facilitate making policy decisions. 

6.2 Policy Enforcement Point (PEP) 

The Policy Enforcement Point (PEP) is a logical entity that enforces policy decisions.  The 

Policy Enforcement Point is responsible for traffic policy enforcement of unicast and multicast 

traffic types. Policy Enforcement may be applied at an IP Session, IP Flow and aggregate level.  

 

R-55. The BPC Framework MUST support policy enforcement for both downstream 

and upstream traffic. 

 

R-56. The PEP logical entity MUST be able to enforce policy for unicast and multicast 

traffic 

 

R-57. The PEP MUST be able to apply policy on Access Sessions, L2 Sessions, 

Subscriber Sessions and Traffic rule session. 
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R-58. The PEP MUST be able to receive policy information from the PDP over the R 

interface. 

 

R-59. The PEP MUST be able to request policies from the PDP over the R interface. 

 

R-60. The PEP MUST be able to be directed to receive/activate/modify/delete policies 

from the NMS/OSS over M/Q interface 

 

R-61. The PEP MUST be able to be directed to receive/activate/modify/delete policies 

from AAA Server over the B interface. 

6.3 Policy Decision Point (PDP)  

The Policy Decision Point (PDP) is the logical entity that makes policy decisions The PDP 

makes decisions on subscriber policies on Access Sessions, L2 Sessions, Subscriber Sessions and 

Traffic Rule sessions. A PDP may manage multiple PEPs, coordinating what policies should be 

enforced at each PEP. The PEP may have static policies. The PDP may inform the PEP to apply 

a set of policies to a given session. 

 

R-62. A PDP MUST be able to connect with another PDP(s) over the I interface. 

 Examples of where this might be required include the case where multiple domains are 

involved, or when functionality is delegated from one PDP to another. 

 

R-63. The PDP MUST be able to make policy decisions for Access Sessions, L2 

Sessions, Subscriber Sessions and Traffic Rule session 

 

R-64. The PDP MUST be able to provide policy decisions for multiple PEPs. 

 

R-65. The PDP  SHOULD be able to retrieve subscriber information from a Repository 

or AAA Server function 

 

R-66. The PDP SHOULD be able to install/activate/deactivate/modify/remove Policies 

in the PEP, and allow dynamic changes of policy for both upstream and downstream 

traffic.  

6.4 Admission Control Function (ACF) 

The ACF performs an admission control and resource tracking procedure upon receipt of a 

specific request related to the network domain for which it is responsible. Such a request can be 

new, or to modify an existing reservation. The ACF performs this process based on its view of its 

network domain, and the resource usage therein. As a result, policies in PEPs may be installed, 

activated, de-activated, removed or modified. Prioritized applications, such as emergency calls, 

may require the ACF to pre-empt existing resource reservations. 

 

The admission control process may or may not involve multiple network elements (Access Node, 

BNG, RG, Policy Server, etc), either in concert or independently 
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R-67. The ACF MUST be able to make admission decisions based upon network 

resources and business policies. 
 

Note that the ACF is only shown in the use case section but no interfaces specific to this function 

are exposed. 

6.5 Repository Function 

 The Repository Function is a data store, usually some type of database.  This is used to 

store User profiles, subscriptions and policies, configuration information and network topology 

information, which is then used by PDP and AAA functions. 

6.6 Security Proxy/Gateway function 

Where service providers have different administrative domains, or interact with other NSP(s) 

and/or ASP(s), it is necessary to provide a control point where security features are used to 

control access to underlying Policy control and ultimately transport network resources. For 

example, the Security Proxy function would take care of the BPC Framework requirements R-10 

ï R-13. 

6.7 Application Function(AF)  

The Application Function provides a service that requires policy control.  

6.8 AAA Server Function 

The AAA Server function replies to AAA Client Authentication, Authorization and 

Accounting requests.  

6.9 BPC Framework Policy Control Framework Interfaces   

The interfaces shown in Figure 24 BPC Framework Interface Architecture are between: 

 

 A The PDP and AAA Server function. 

 

G The AF and Security/ Proxy/Gateway Function.  

 

E The Security/Proxy/Gateway Function and PDP 

 

I  PDPs in the same or in different network domains. Depending on the relationship 

between the operators controlling the PDPs and whether it is intra- or inter-domain, 

security/gateway functionality may be needed e.g. to hide topology. 

  

R a PDP and PEP.  The detailed information model for the R Interface is in Section 7  

 

C The Repository function and a PDP.  

 

D The AAA Server function and Repository function. 

 

M/Q EMS/NMS and PDP and other network functions as defined in WT-145 
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6.10 BPC Framework PCF Deployment Functional Architecture Mapping 

onto TR-101 Functional Architecture 

 

 

 
Figure 27 BPC Framework Interface Architecture mapping onto the TR101 Architecture 

 
This figure shows the BPC Framework PCF Interface and functional distribution mapping onto the  

TR-101[6] Nodal Architecture. It illustrates which transport node elements in TR-101 could implement 

policy control elements such as the PEP and PDP.  
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6.10.1 BPC Framework Mapping onto WT-145 Functional Architecture 

 

 

 

 

   

                       
 

Figure 28 BPC Framework Mapping onto WT-145 Functional Architecture  

 

Figures 28 show how the interfaces and functional entities of the BPC Framework are mapped 

onto the WT-145[27] functional architecture. Figure 28 also shows that the Policy PDP interacts 

with NSPôs and ASPs through a Northbound interface (G), and interacts with Regional and 

Access networks through a Southbound interface (R).  

6.11 Informative AAA implementation examples 

6.11.1 Standalone AAA implementation 

This example shows a standalone AAA Server that embodies the functions defined in RFCs 

2865[16] and 2866[17].  Thus, in the language of RFC 2865, this is a RADIUS server example.  

This implementation does not include any integrated Policy Decision function.  The AAA Server 

will accept, and reply to, RADIUS authentication, authorization and accounting requests. The 

AAA server function can act as a proxy client to other AAA server functions, or other kinds of 

authentication servers. 

 

Note than an AAA Server could be a Diameter server (as per RFC 3588[22]). 
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Figure 29 Standalone AAA implementation 

6.11.2 Combined AAA/PDP implementation 

This example shows a combined AAA Server and Policy Decision Point (PDP).  This type of 

implementation is also known as a Policy server. When the AAA Server is processing 

authentication, authorization and account requests it will also apply additional business logic 

before responding to the AAA client function.  Not authorizing a request at a particular time of 

day is one example of such business logic.   
 

 
 

 

Figure 30 Combined AAA/PDP implementation 
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6.11.3 Interaction and flow possibilities between the BNG, AAA, PDP & 

repository functions 

 

Here are two examples of how the BNG, PDP, repository of user data and AAA could interact to 

notify the PDP of a particular access session (IPoE or PPP) starting and stopping on the BNG. 

 

Option 1: the AAA performs an AAA proxy function and forwards AAA accounting Start and 

Stop messages to the PDP. 

Option 2: the PDP performs the AAA Accounting function itself; there is no separate AAA. 
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Figure 31 Interactions and flow possibilities between BNG, AAA, PDP & repository 

functions 
 

Process description:  

 

Login Session: 

1)   The BNG sends an accounting start message to the AAA, and then the AAA sends an 

accounting start message to the PDP.  Alternatively, the BNG could send an accounting start 

message directly to the PDP 

 

2) The PDP retrieve supplemental  data from  the repository (optional)  

3) The PDP makes a login policy decision 

4) The PDP sends an enforcement command to the BNG.    
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Service session: 

5) The service request is sent  from the Application Function to the Policy server PDP 

6)  PDP  makes decision and send resource change command to the BNG enforcement 

point   

6.12 Informative PEP/PDP implementation examples 

6.12.1 Centralized Policy Implementation 

In a Centralized Policy Deployment, there is one (or a small number of) policy server(s) that 

control and interact with multiple PEPs embedded in various network nodes.   

 
 

Figure 32 Centralized Policy Implementation 
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6.12.2 Integrated Policy Implementation 

In this case, the PEP and PDP entities are located in same device e.g. a network node such as a 

BNG or Access node. This type of implementation allows network nodes to make policy 

decisions for themselves.  

 

 
 

Figure 33 Integrated Policy Implementation 
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6.12.3 Distributed Policy Implementation 

In this case, the Local PDP(LPDP) entity is introduced, as well as a more centralized PDP  

located on a Policy Server.  The LPDP can make local decisions, or pass some of the decisions to 

a higher level PDP. 

 

In the below diagram (reproduced unaltered from RFC 2753[15]), the LPDP and PDP do not 

communicate directly.  

  

 
 

Figure 34 Distributed Policy Implementation 
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7 Policy Information Flows  

This section describes information flows, and introduces a set of information elements that can 

be exchanged in these flows. Information Models are for further study (see Annexes).  

7.1  Information Flow Objectives 

The ultimate objective of the Policy Information Flow structure is to support the development of 

nodal requirements for individual functional elements in the Broadband Network Domain. Each 

functional element will need to support the receipt and processing of various types of policy 

information. This processing may or may not include admission control functionality 

The identification of policy information flows and exchanges is vital to the development of 

functional element requirements. The policy information model and the resulting information 

flows must support the following: 

Á All identified Use Cases adopted by the Broadband Forum within this Technical Report, 

TR-144[9] and WT-145[27] 

Á All business requirements found in Section 4, and those in TR-144. 

7.1.1 Policy Information Flow Structure  

The Policy information flow structure is as follows. Each wireline Broadband Network Logical 

Function requires a set of information to perform its task. Each function receives information 

from one or more information sources. These sources could be signaling interfaces, including 

those that have been defined by other SDOs. They could also be other logical functions in the 

broadband network domain. These sources in turn provide information in the form of 

parameters/attributes to the logical functions. The information flow structure is as follows: 

Á Network Logical Function ï Function responsible for implementing part of the policy of 

the wireline broadband network domain. The function will have defined characteristics 

such as: 

o Function Type ï Policy Decision Point (PDP), Policy Enforcement Point (PEP) or 

other. 

o Function Hierarchy ï Centralized or Distributed Policy Source  

(as per Section 6.1) 

o Location ï Network element that could host the function. Note that any logical 

function could be hosted in different types of network elements. 

Á Information Source which can be:  

o A Logical Function in the Broadband Network Domain 

o An entity beyond the Broadband Network Domain that is reached via 

standardized signaling interfaces or other interfaces 

o A proprietary data source.  

Note that multiple Information Sources can feed information to any given Network 

Logical Function. 
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Á Parameters/Attributes ï Information that needs to be processed by the logical function for 

the application of the network policy. These parameters are transported to the Network 

Logical Function from the Information Source and have characteristics such as: 

o Category ï the area of applicability of the parameter  

Á Service Data Flow indicates that the parameter is only applicable to an 

identified Service data flow. 

Á  Session Identifiers 

¶ Access Session ID:   local loop id/DSLAM ID 

¶ L2 Session ID: ALA 

¶ Subscriber Session ID: Subscriber ID/BNG ID 

¶ Service Session ID: Service Session ID/ PEP ID 

¶ Application Session ID: Application ID 

Á  Charging 

Á QoS  

Á Policy 

o Value Type ï Enumerated, Octet String, Unsigned Integer, Address 

Note: The value type is provided for information and the specific format and 

encoding will be defined by protocol specification 

Note: The involvement of specific network functions and handling of specific 

parameters and attributes contained in this Framework may depend on the 

architectural-scenario and use case. It will be up to the architecture specifications to 

define the interpretation and/or actions related to those functions. 

The basic information flow structure is shown schematically in Figure 35  Information Flow 

Structure.  
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Figure 35  Information Flow  Structure 

 

 

Each [Network Logical Function ï Information Source] combination is represented by a unique 

block of information {Function, Source, Parameters}. Note that outputs from any given logical 

function can serve as inputs to another logical function. Hence they will be represented in a 

separate block of information for the second logical function ï the source in this case will be the 

first logical function and the parameters will be the output from the first function.  

Figure 36 depicts the case where parameters from several information sources are input into 

Logical Function 1. Function 1 in turn produces a series of independent outputs which serve as 

inputs to Logical Functions 2, 3, and 4.  

Figure 36 also shows the possibility of information flows in the reverse direction ï Function 2 

receives input from Function 1 and after processing, sends information back to Function 1. The 

output O[2,1] is depicted as yet another independent {Function, Source, Parameters} Information 

Block. 

Thus the following independent information blocks are shown in Figure 36: 

Á {Logical Function = Function 2, Information Source = Function 1, Parameters = O[1,2]} 

Á {Logical Function = Function 3, Information Source = Function 1, Parameters = O[1,3]} 

Á {Logical Function = Function 4, Information Source = Function 1, Parameters = O[1,4]} 



Broadband Policy Control Framework (BPCF) TR-134 Issue 1 Corrigendum 1 

January 2013 © The Broadband Forum. Al l rights reserved 67 of 110 

Á {Logical Function = Function 1, Information Source = Function 2, Parameters = O[2,1]} 
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Figure 36 Function Output as Information Source to Other Functions 

 

7.1.2 Network Logical Functions 

The purpose of the policy information flow structure is to drive the development of the necessary 

information flows between Network Logical Functions supporting policy objectives. These flows 

should be crafted to support all the use cases that have been adopted by the Broadband Forum. It 

is possible that each use case may be supported by multiple architectures. Hence, each 

architectural variation for all use cases may require a specific set of information flows.  

The set of Network Logical Functions that require information flows for processing policy 

decisions and enforcement can be drawn from the Broadband Domain Elements and Interfaces 

shown in Figure 37.  
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Figure 37 Broadband Domain Elements & Interfaces 

 

The set of information exchanges with the appropriate [Logical Function, Source] combinations, 

is as follows.  

a. [Logical Function => PDP; Information Source => AF] ï Information on the incoming 

call/session from the BBF domain AF is conveyed to the PDP. 

b. [Logical Function => PDP; Information Source => AAA] ï Information on the 

authorization and authentication status is conveyed to the PDP. 

c. [Logical Function => PEP; Information Source => PDP] ï The PDP processes all 

incoming information and submits it to the PEP. 

d. [Logical Function => PDP; Information Source => PEP] ï The PEP submits the policy 

enforcement status back to the PDP or PEP requests policy decision from the PDP  

e. [Logical Function => AF; Information Source => PDP] ï The PDP responds back to the 

AF with information on acceptance or rejection of the incoming call/session. 

f. [Logical Function => PDP; Information Source => other PDP] ï The PDP receives 

information from the other PDP,. 

g. [Logical Function => other PDP; Information Source => PDP] ï The PDP sends 

information to the other PDP. 

Flows (b), (c), and (d) are within the scope of TR-134 in that these flows support the 

development of nodal requirements for elements in the transport/nodal layer in Figure 37. 

Flows (a) and (e) will need to be determined in conjunction with appropriate SDOôs depending 

on the type of Application Layer functionality. 

Flows (f) and (g) are in the out scope of TR-134 and for future study. 
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7.1.3 Policy Information Model Elements and requirements  

 

R-68. The PDP MUST be able to add policy rules in the PEP via the R interface 

 

R-69. The PDP MUST be able to modify policy rules in the PEP via the R interface 

 

R-70. The PDP MUST be able to remove policy rules in the PEP via the R interface 

 

R-71. The PDP MUST be able to activate policy rules in the PEP via the R interface 

 

R-72. The PDP MUST be able to deactivate policy rules in the PEP via the R interface  

 

R-73. The PEP MUST be able to respond to policy rules received from the PDP via the 

R interface indicating the result of the request 

 

R-74. The PEP MUST be able to request policy rules from the PDP via the R interface 

 

R-75. The communication between the PDP and the PEP MUST be reliable 

 

R-76. The PDP MUST be able to respond to a policy request from the PEP via the R 

reference  point accepting or rejecting the request 

 

R-77. The protocol design for the R interface MUST support the exchange of Vendor-

Specific Information. 

 

R-78. The PDP  SHOULD be able to submit the following message parameters to the 

PEP:  

- Policy rule-set upon  Subscriber session establishment 

- Policy rule update during Subscriber session, upon session event and on termination  

- Request for notification of  specific events   

 

R-79. PDP decisions MUST  be able to be based on:  

¶ Information obtained from the AF via the E/G interfaces 

            (e.g. the session, media and subscriber related information).  

¶ Information obtained from the PEP via the R interface  

            (e.g. bearer attributes, request type and subscriber related information).  

¶ Information obtained from the AAA Server via the A interface              

¶ Information obtained from another PDP via the I interface. 

¶ Information obtained from the repository via the C interface (e.g. subscriber  

            and service related data) 
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7.1.4 Policy Information Model Messages between PDP and PEP over R 

Interface 

 
 

 

Figure 38 PIM Messages between PDP and PEP over R Interface 

 

 

7.1.4.1  [Logical Function => PEP; Information Source => PDP]  

 

Abstract Policy Information Elements ï PDP Č PEP direction parameters submitted for 

policy  
 

Table 14 PDP to PEP direction parameters 

Parameter Category Type Description 

PDP ID User 

Identification 

Octet String Identifies the PDP installing a Policy 

Session ID Identification Unsigned 

Integer 

The access session ID and / or application/flow session IDs 

Access session: unique value generated by the PEP and 

included in all message exchanges between the PEP and PDP.  

Application/Flow session: unique value generated by the PDP 

and included in all message exchanges between the PEP and 

PDP. 

IP Address  User 

Identification 

Octet String   IP Address associated with the subscriber line. Can have 

multiple occurrences e.g. in the case of a NAT in the data path 

,or  a mixed IPv4/IPv6 deployment. Can be optionally 

combined with a domain identifier indicating the area of 

validity  

Policy Rule 

Request 

Policy Activate/ 

Deactivate/m

odify  

Request towards the PEP for a policy installation/deactivation 

or modification. 

 

Policy lifetime Policy Unsigned Lifetime of the policy in seconds 
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Integer 

Policy Rule 

Response 

Policy Activate/ 

Deactivate/m

odify  

 The response sent by the PDP to authorize the request and 

provide information to PEP in the policy pull mode. 

QoS   Parameter  QoS  

NA 

QoS Parameter/s setting Max-Requested-Bandwidth-UL,Max-

Requested-Bandwidth-DL, Protocol, Reservation class,  ToS 

traffic class, QoS Priority  

Policy Rule ID Policy Octet String Identifier for the policy rule activated at the PEP by the PDP 

Policy Rule 

Group ID 

Policy Octet String A predefined group of policy rules at the PEP 

Policy Rule 

Precedence 

Policy Unsigned The precedence of a Policy Rule in case of overlapping policy 

rules 

Traffic actions Policy Enumerated Indicates that the PEP Function must enforce the specified 

traffic action for the detected application traffic. 

Generic traffic actions include drop, forward,  mark , policy 

route and rate limit 

Application 

action  

Policy Octet String Indicates that the PEP Function must enforce the redirection 

action for the detected application traffic  

Application  actions include http redirect, TCP reset, DNS 

redirect  

Traffic flow 

filter ( IP 5-

tuple) 

Service Data 

Flow 

NA Consists of all or a subset of the following: source/destination 

IP@, port, protocol (above the IP layer) 

Multicast ACL  NA  The multicast addresses/address ranges that specify the 

multicast groups a subscriber is allowed to join. Note: in the 

case of a multicast package ID, a pointer to this would be part 

of a policy rule 

Quota  Charging Set Quota/ 

Update 

Quota  

User Allowed/remaining Quota. 

User Quota update per service list, session  

Charging Mode Charging Enumerated Online/Offline Charging  (Pre-paid/Post-paid) 

Rating-Group Charging Unsigned The charging key for the policy  rule used for rating purposes 

Charging-

Correlation ID 

Charging NA Correlates charging records in the access with those in the 

AF/application domain 

Policy Rule  Policy  

Charging 

Set Policy 

rule/ Update 

Policy  rule  

Set Policy rule 

A Policy rule includes the rating group, QoS information 

(UL/DL BW, traffic class, priority), charging mode (online, 

offline) and precedence. For identification purposes a Policy 

rule is assigned a ñpolicy rule idò 

Policy Rule 

parameters 

Policy N/A The information included in a Policy Rule regarding QoS and 

charging 

Vendor-Id Identification String Identify the PDP vendor.  The PEP uses this when there are 

Vender specific differences at the PDP 

 Event Trigger Policy Add / 

remove 

The list of events the PDP subscribes to. It includes the events 

the AF subscribes to 
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subscription 

for event/ 

event list  

Default-Access 

Profile 

Policy NA 
The QoS assigned to the broadband subscriber line at device 

attachment/Log-In time. The PDP may override the default 

QoS it receives from the PEP at device attach/log-in TIME. 

It includes the traffic Class, priority and pre-emption of the 

connection. The PDP may modify the default-access profile it 

receives from the PEP 

Logical access 

ID 

 

 

User 

identification 

Octet String 
The identity of the logical access to which the user device is 

connected. It is stored temporarily in the AAA function 

connected to PDP. 

 

This corresponds to the Agent ID in case of IPv4 and to THR 

Interface Id of DHCP option 82 for IPv6 

Physical Access 

ID 

 

User 

identification 

UTF8String 
The identity of the physical access to which the user device is 

connected. It is stored temporarily in the AAA function 

connected to the PDP. 

 

This corresponds to the Agent Remote ID 

Globally 

Unique IP 

address 

User 

Identification 

 
The IP address of the User for which profile information is 

being pushed. 

The addressing domain in which the IP address is significant. 

Subscriber ID 

 

User 

identification 

Octet String 
Identity of the attached user. The Subscriber ID is stored 

permanently in the user profile data base and is stored 

temporarily in the AAA function connected to the PDP 

HdrIpVersion 
Service Data 

Flow  

Octet String 
Identifies the version of the IP addresses to be filtered on. 

HdrSrcAddress 
Service Data 

Flow  

Octet String 
A source IP address. 

HdrSrcAddress

EndOfRange 
Service Data 

Flow  

Octet String 
The end of a range of source IP addresses (inclusive), where 

the start of the range is the HdrSrcAddress value. 

HdrSrcMask 
Service Data 

Flow  

Octet String 
A mask to be used in comparing the source address in the IP 

header with the value represented in the HdrSrcAddress 

property.  

 

HdrDestAddres

s 
Service Data 

Flow  

Octet String 
A destination IP address. 

HdrDestAddres

sEndOfRange 
Service Data 

Flow  

Octet String 
The end of a range of destination IP addresses (inclusive), 

where the start of the range is the HdrDestAddress value. 

HdrDestMask 
Service Data 

Flow  

Octet String 
A mask to be used in comparing the destination address in the 

IP header with the value in the HdrDestAddress   

 

HdrProtocolID 
Service Data 

Flow  

Octet String 

or unsigned 

integer 

8-bit unsigned integer, representing an IP protocol type. This 

value is compared with the Protocol field in the IP header.  

 

HdrSrcPortStart  
Service Data 

Flow   

Octet String 

or unsigned 

integer 

Represents the lower end of a range of UDP or TCP source 

ports. The upper end of the range is represented by the 

HdrSrcPortEnd property. The value of HdrSrcPortStart must 

be no greater than the value of HdrSrcPortEnd. A single port is 

indicated by equal values for HdrSrcPortStart and 










































































